
AC ADAPTOR EI-48Q,16VAC1500mA, 3 WIRE - MEPS

16VAC1500MPS/6

NOTES:
1. CORD:20AWGX3C 1.83M Lead Free GREY (RAL7035)
2.CASE: GREY (RAL7035)
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MODEL : 16VAC1500/6
INPUT :  240 a.c. 50Hz 133mA
OUTPUT :  16V a.c. 1.5A
APPROVAL NO .:  N15211
CAT NO :  EI-48Q SERIES
EFFICIENCYLEVEL :
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MARK
31/08/15

FREDERICK
31/08/15

CHANGED CROSS-SHAPPED SCREW
TO SHAPE 工 SCREW ON CASE   

3. SECURITY SCREW IS AN ESSENTIAL REQUIREMENT, 
         BOTH  "工" AND "�    " SHAPE ARE ACCEPTABLE
    



1. Primary rated input voltage AC240V    50Hz   133mA
2. Secondary rated output Unloaded voltage: AC V  ±   5%
    voltage and current Loaded Voltage : AC V  ±   5% AT mA
3. Ripple voltage mV (RMS)  MAX. AT Rated Loading
4. Insulation resistance Primary - secondary:    DC 500 V  100 MΩ Min

5. Dielectric withstand test Primary - secondary:    AC  KV  1  seconds

6. Temperature rise At rated loading 90℃ max. For input coil (By resistance method)
and 55℃ max. on case surface (By use of thermometer)

7. EFFICIENCY > 79%

8. Leadout

Primary SAA PLUG IN TYPE

Secondary PVC cable length: Meter
Colour : GREY (RAL7035)
Wire size: AWG#20/3C

STRIPPED AND TINNED

9. Test circuit

10. Case SAA48 colour = GREY (RAL7035) 
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PART NO: 16VAC1500MPS/6
16VAC 1500mA 3 WIRE-MEPS

PART NO: 16VAC1500MPS/6
16VAC 1500mA 3 WIRE-MEPS

1 PC/WHITE BOX

95

07

BLACK PRINTING

SHIPPING CARTON 
PLEASE FOLLOW ORDER TO PRINT SHIPPING MARKS.

ADHESIVE TAPE

490

16
5

255

(CUSTOMER NAME)

P/O:
C/NO:
MADE IN CHINA

20 BOXES/CARTON 1

1

3

RoHS
COMPLIANT

QC Report No.:
Checked by :
Inspect date :

PASSED

ONLY ONE RoHS+PASSED LABEL ON CARTON
RoHS LABEL(55X25MM)
GREEN GROUNDING YELLOW TEXT
PASSED LABEL(55X36MM)
BLUE GROUNDING WHITE TEXT
WHITE GROUNDING BLUE TEXT
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